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The stratification lines represent approximate boundaries.  The transition may be gradual.
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The stratification lines represent approximate boundaries.  The transition may be gradual.
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Gray silty CLAY, trace sand and gravel; Stiff
to very stiff

End of boring at 30 feet.
No free groundwater was encountered during
drilling operations.
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The stratification lines represent approximate boundaries.  The transition may be gradual.
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TOPSOIL: Black, brown and gray silty clay,
with sand and gravel
Brown and gray silty CLAY, trace sand and
gravel; Stiff

Gray silty CLAY, trace sand and gravel; Stiff
to very stiff

End of boring at 30 feet.
No free groundwater was encountered during
drilling operations.
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The stratification lines represent approximate boundaries.  The transition may be gradual.
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with sand and gravel

Brown silty CLAY, trace sand and gravel; Stiff
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End of boring at 15 feet.
No free groundwater was encountered during
drilling operations
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The stratification lines represent approximate boundaries.  The transition may be gradual.
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to very stiff

End of boring at 15 feet.
No free groundwater was encountered during
drilling operations
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The stratification lines represent approximate boundaries.  The transition may be gradual.
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Gray silty CLAY, trace sand and gravel; Very
stiff

End of boring at 15 feet
No free groundwater was encountered during
drilling operations
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The stratification lines represent approximate boundaries.  The transition may be gradual.
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Brown silty CLAY, trace sand and gravel; Stiff
to very stiff

Gray silty CLAY, trace sand and gravel; Stiff
to very stiff

End of boring at 15 feet
No free groundwater was encountered during
drilling operations
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The stratification lines represent approximate boundaries.  The transition may be gradual.
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TOPSOIL: Black, brown and gray silty clay,
with sand and gravel
Brown silty CLAY, trace sand and gravel; Stiff
to very stiff

Gray silty CLAY, trace sand and gravel; Stiff
to very stiff

End of boring at 30 feet
No free groundwater was encountered during
drilling operations
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The stratification lines represent approximate boundaries.  The transition may be gradual.
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The stratification lines represent approximate boundaries.  The transition may be gradual.
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with sand and gravel

Brown silty CLAY, trace sand and gravel; Stiff

Gray silty CLAY, trace sand and gravel; Stiff
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No free groundwater was encountered during
drilling operations
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The stratification lines represent approximate boundaries.  The transition may be gradual.
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